�KSC 52.223-110  PROTECTION AND CLEAN-UP OF CLEAN ROOM FACILITIES (SEP 1990) 





The Contractor will protect Clean Room floors, walls, ceiling, and all equipment from contamination by dust and fumes.  This will entail isolating all dust and fume producing operations within a partitioned area and covering all facility surfaces within this area.





Floors will be protected from construction equipment damage with cardboard and plywood covering.  Drip pans will be used beneath parked equipment which contains hydraulic fluid, oil or other organic fluids.  Any construction vehicle which leaks oil or other organic liquids will not be allowed within the facility.





Wherever work is performed above Clean Room suspended ceilings, the Contractor shall install protective tarpaulins above the ceiling to prevent damage from falling debris.  No demolition or construction debris shall be stored on beams or platforms above the ceiling.  The Contractor shall remove all such debris as it is produced.  Particulate matter shall be removed by vacuuming should it accumulate on the upper surface of the ceiling.





Prior to beginning any construction within the Clean Room, the Contractor will arrange with the Government for an airborne particle count.  After construction is complete another particle count will be made.  Should the second particle count be higher than the pre-construction count, or if any surfaces have been visually contaminated, the Contractor will be required to clean all Clean Room surfaces and equipment as follows:





1.   Walls, ceilings, ledges, rails, equipment, etc.; hand wipe all surfaces with low lint cloths or foam wipes using a cleaning solution of Joy detergent or trisodium phosphate.  Follow with a rinse wipe with distilled water.





2.   Floors; machine scrub floors with abrasive pads and Johnson Wax Stripper #4595 or approved equal commercial cleaning solution followed with three or more clear washes until all residues are removed.





Contractor must repeat the above cleaning procedures until an airborne particle count meets the requirements of K-STSM-14.2.1, tables 3-1 and 3-3, or is lower than the pre�construction level and until all surfaces are visibly clean.  Any surface which cannot be restored to its pre�construction cleanliness will be refinished by the Contractor to match existing finishes and materials.
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Document:		SF 1442 Solicitations & Construction Contracts





Use:			Insert in construction acquisitions that involve Clean Rooms.








