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In addition to and separate from the Safety and Health Plan required under this solicitation/contract, the Contractor shall submit a detailed Toxic Metals Safety and Health Plan.  The Toxic Metals Safety and Health Plan shall disclose how the Contractor intends to protect NASA and contractor employees as well as the environment from toxic metals during the ongoing activities of this contract.  The contractor shall submit a minimum of five (5) copies of the Toxic Metals Safety and Health Plan for review and approval by the Contracting Officer.  The Contracting Officer will forward one copy each to TA-C for review.





The Toxic Metals Safety and Health Plan shall provide a description of the Contractor’s approach to contain and control dusts, fumes and other airborne or waterborne emissions from the work site for the protection of other personnel at the work location and the environment.  This part of the plan shall also discuss monitoring activities during the work in progress to assure the effectiveness of the Contractor’s emission control measures.





The Toxic Metals Safety and Health Plan shall also provide written policies, plans, and procedures detailing how the contractor intends to comply with the Occupational Safety and Health Administration (OSHA) Construction Industry Standards (29 CFR 1926) and applicable General Industry Standards (29 CFR 1910).  As a minimum, the Toxic Metals Safety and Health Plan shall address how compliance with the following regulations will be achieved:





		19 CFR, Part 1926, Safety and Health Regulations for Construction


			Subpart D, Occupational Safety & Health Environmental Controls


			1926.55, Gases, Vapors, Fumes, Mists, and Dusts


			1926.59, Hazard Communication


			1926.62, Lead


			1926.1127, Cadmium


			Subpart E, Personal Protective and Life Saving Equipment


			1926.103, Respiratory Protection


1926.353, Ventilation and Protection in welding cutting, and heating


1926.154, Welding, cutting, and heating in way of preservative coatings.





	KNPG 1840.19 (Latest Edition), KSC Industrial Hygiene Handbook, as applicable


	KHB 1820.4 (Latest Edition), KSC Respiratory Protection Program, as applicable





The regulations require strict contractor adherence but are not limited to items such as employee training, respiratory protection, protective clothing and equipment, employee medical surveillance, hygiene facilities, warning signs, record keeping, air monitoring, and housekeeping.
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Use:	This clause must be used for the preparation of all solicitations, contracts, and purchase orders which include work related to the application or maintenance of preservative coatings or hot work related to construction, maintenance, or demolition of structures containing toxic metals in preservative coatings is to be performed.  





Note:	1.  For projects requiring any removal of or any hot work in the way of surface protective coatings, the Government shall provide analysis of the protective coatings for hazardous material content and provide this analysis with a notification of the hazardous material content as a part of the project statement of work.  





	2.  Abrasive blasting, painting, and operations involving hot work as described in this section include any method of surface coating application or removal or heating of surface coatings which may create dusts, aerosols, or metal fumes.





	3.  Prior notice of any abrasive blasting, painting, or hot work must be coordinated with TA-C.





	4.  Environmental Health is not staffed to perform extensive sampling of preservative coatings.  For large projects, sampling must be conducted as a part of the design through the A&E.








