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a.  Abrasive blasting and painting shall be, to the maximum extent possible, performed prior to delivery of materials to Kennedy Space Center (KSC).  A National Association of Corrosion Engineers (NACE) inspection report shall be provided to the Contracting Officer one (1) week prior to delivery of hardware painted off-site.  Where field operations at KSC/CCAS are necessary or required by contract documentation, the contractor shall perform the operations in accordance with the following:





The contractor shall submit a Materials Safety Data Sheet (MSDS) for each paint, solvent, other chemicals, and abrasive blast media to be used at KSC/CCAS, including cured paint on any structures painted off-site, and a completed Process Waste Questionnaire (PWQ), KSC Form 26-551 for all wastes generated on-site.  This documentation shall be submitted to the Contracting Officer for approval.   





b.  All KSC Forms 26-551 are to be provided to the Contracting Officer within ten (10) days after the Notice to Proceed is issued.  The contractor shall allow sixty (60) days for processing and approval of the KSC Form 26-551.  The Government will provide a Technical Response Package that will define waste containerization, labeling, handling, and disposal procedures to be followed by the contractor.  No abrasive blasting or painting shall be started prior to receipt of the approved Technical Response Package associated with that operation.





c.  A temporary impervious barrier, such as a waterproof drop cloth, shall be installed around structure or object that is to be abrasive blasted and painted to collect any spent blast media and other debris.  All waste blast media and debris shall be stored in approved containers at the end of each day.  The waste media will be sampled by the Government prior to disposal to determine if there are any materials that will cause a personnel or environmental hazard at disposal. No disposal of material shall be accomplished until the analysis has been returned. The Government will assume responsibility for disposal of all hazardous waste materials.  The Contractor shall be responsible for disposal of all non hazardous waste materials.





d.  All waste containing any hazardous materials shall be handled/disposed of in accordance with the clauses entitled “Hazardous Waste” and  “Toxic Metals Safety and Health Plan.”





e.  The contractor shall take precautions to protect all Government hardware from contamination or damage during sandblasting and painting operations.  The Contracting Officer or representative shall approve the method of protection.  The contractor shall prevent paint overspraying and abrasive overblasting to any area that is not in the contract.  The contractor shall be responsible for any and all claims arising from overspraying or overblasting.  In addition, the contractor shall be responsible for any repairs to damaged property, and for the collection, removal, and disposal of the oversprayed or overblasted materials.  The Government will make no additional payments for overspraying or overblasting by the Contractor.





f.  All abrasive blasting and painting shall be inspected by a Contractor-provided NACE inspector to verify compliance with the contract documentation.  The inspector’s reports shall be provided to the Contracting Officer at the end of each week in which blasting and/or painting has been performed at KSC.  The report shall include information that clearly defines the extent (starting and ending points) of work performed during each week.
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Documents:	Solicitations, Contracts, and Purchase Orders





Use:	This clause must be used for the preparation of all solicitations, contracts, and purchase orders which include work related to the application or maintenance of preservative coatings.  








Note:	1.  For projects requiring any removal of or any hot work in the way of surface protective coatings, the Government shall provide analysis of the protective coatings for hazardous material content and provide this analysis with a notification of the hazardous material content as a part of the project statement of work.  Any laboratory analysis data on protective coatings must be provided as a part of the solicitation.  Environmental Health is not staffed to perform extensive sampling of preservative coatings.  For large projects, sampling must be conducted as a part of the design through the A&E.





2.  Prior notice of any abrasive blasting or painting work must be coordinated with JJ-C-1 and JJ-D. 











