� KSC 52.223-117 TURBIDITY & EROSION CONTROL (MAR 1999)





The Contractor shall prevent the discharge of sediment into drainage ditches, canals, streams, rivers or lakes due to construction operations.  Approved erosion control devices shall be installed to prevent discharge of sediment into any dry or wet watercourse.  Erosion control shall consist of anchored hay bales, mulch and netting, filter cloth barriers or other erosion control methods approved by the Contracting Officer.  Stockpiled fill material shall not be stored in a manner which allows runoff into any watercourse.





The Contractor shall not begin work in any watercourse without an approved Florida permit obtained from the Contracting Officer.  The contractor shall comply with the turbidity control requirement of the Florida permit which at a minimum will include turbidity curtains.  The contractor shall prevent increases in turbidity in excess of water quality standards for the receiving water class, unless increases in turbidity are specifically allowed by the Florida permit.  Should the contractor’s activities case an increase of turbidity above the allowable standard, the contractor shall cease all contributory construction activity and install additional turbidity control measures.





�PAGE  �199�F











�PAGE \# "'Page: '#'�'"  ��52.223-117 TURBIDITY & EROSION CONTROL





Document:		SF 1442 Solicitations & Construction Contracts





Use:	Insert in all construction acquisitions when site clearing work is performed by the contractor.  











